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Hi Paige,
 
My working copy of the QASP is attached.  Check the 1998.08 SSI Report.pdf document on
epaosc.org and refer to the “Surface Water Pathway” section:
 
“The Frank J. Doyle Transformer site is located within non-designated Segment No.
0306 at the western extreme of the Sulphur River Basin, which flows east joining the
Middle and North Sulphur Rivers and converges with the Red River 308 miles downstream
in Arkansas. The major tributaries of the Sulphur River are Days Creek and
White Oak Bayou”.
 
If you need a typical surface water pathway description from the site to the sea, EBay can help
with that.  Just let us know.
 
Let me know how else I can help.
 
Thanks!
 
Sean Gavlas
Weston Solutions, Inc.
Region 6 Superfund Technical Assessment and Response Team (START)
2600 Dallas Parkway, Suite 280
Frisco, TX  75034
 
Cell: 609.433.8434
Office: 469.666.5560
sean.gavlas@westonsolutions.com
 
 
CONFIDENTIALITY: This email and attachments may contain information which is
confidential and proprietary. Disclosure or use of any such confidential or proprietary
information without the written permission of Weston Solutions, Inc. is strictly prohibited. If
you received this email in error, please notify the sender by return e-mail and delete this email
from your system. Thank you.
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